GENERAI_ PUMP A member of the Interpump Group ZMSNDBLST I ZMSNDPOKEH

SANDBLASTING HEAD and SAND POKER

SPECIFICATIONS |

Part Mumber IZMSNDBLST0,1,2,3, 4 or5
anrhil-{g .Prﬂssure 1000 - 3000 PSI
Volume. 21-132GPM
Sand Consumption 460 — BE0 lbs./hr.
Maximum Water Temperature 158° F
Maximum Hose Length 20 fi.
Weight 11lb.
Dimensions TOx1.3x25in,
Far Number ZMSNDPOKER
ZMSNDBLST ZMSNDPOKER Weight 3b
Dimensions  163x@1.0in.
PARTS LIST

10

=

_No. Part No Description Oty
1. 10.7050.01 Knob 1
2. 90382800 O-Ring 1
3. 10.7062.01 Body 1
4. 903593.00 O-Ring 1
5. 10.0129.70 Inlet - 8 i
6. 100141668 MNozzle: #0, 31 5mm 1

10.0133.66 #1, @1.6 mm
10.0134.66 _ #2,01.7mm
10.0135.66 #3, @1.85 mm
10.0140.66 #4, @21 mm
_10.0330.66 #5, ©2.3 mm
7. 90.3576.00 O-Ring 1
8. 10.0137.89 Tube Fitting 1

10. ZMSNDPOKER Sand Poker

GENERAL PUMP
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WARNING: * Use proper eye and skin protection
+ Do not direct spray at yourself or any other person.
* Keep hands clear of spray nozzie.

Place sand proba in sand leaving at least 1.25 inches above sand
leval to allow air flow to cary the sand. The sandblast head tuba
fitting (ftem #8) must ba upright when spraying for proper mixing and
flow of sand.
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